Ceramic kaolins –  subject to updating values and trade marks ! 
This review presents basic kaolin types, further kaolins can be offered for special applications. The presented values are informative only, the technical specification (data sheet) can be provided on demand. 

	CHEMICAL COMPOSITION (%)

determined by X-ray fluorescensce analysis
	TECHNOLOGICAL PROPERTIES


	kaolin
	SiO2
	Al2O3
	Fe2O3
	TiO2
	K2O
	L.o.I.
	fraction

	residue
	MOR

	viscosity

	contraction

	 

	
	
	
	
	
	
	
	%<2 µm
	%>60 µm
	MPa
	seconds
	dried %
	fired % 

	Sedlec Ia
	47
	37
	0,85
	0,2
	1,1
	13
	62
	0,03
	2,5
	30
	5
	11

	Imperial 
	47
	37
	0,95
	0,2
	0,95
	13
	60
	0,02
	2
	20
	4
	10

	OTK 
	47
	37
	0,95
	0,5
	1,05
	13
	60
	0,05
	1,5
	>100
	5
	10

	Imp-A 
	47
	36
	1,1
	0,1
	1,3
	13
	65
	0,05
	4,5
	30
	5
	11

	MK 
	51
	34
	1
	0,4
	1,6
	11
	30
	1,5
	1
	12
	3
	6

	MK-II 
	50
	35
	1,05
	0,4
	1,5
	11
	35
	1
	1,5
	15
	4
	6

	MK-III 
	48
	35
	1,5
	0,7
	0,9
	12
	25
	0,5
	0,7
	100
	4
	6

	U-ex 
	49
	34
	1,1
	0,4
	2,1
	11
	40
	0,5
	2,5
	100
	4
	6

	Thermal
	65
	22
	0,55
	0,15
	2,9
	7
	25
	1,5
	2
	25
	5
	13


  

  
Fineground kaolins for ceramics and chemistry 

	kaolin
	%SiO2
	%Al2O3
	%Fe2O3
	% K2O
	% L.o.I.
	%<2 µm
	%>60 µm
	moisture %

	Sedlec ml.
	47
	36
	0,9
	1,1
	13
	63
	0,05
	1,2

	Kolloid
	47
	36
	0,9
	1,1
	13
	63
	0,05
	1,5

	OT80 ml.
	48
	36
	1,1
	0,8
	13
	60
	0,05
	1,5

	OT76 ml.
	48
	37
	1,1
	0,8
	13
	60
	0,05
	1,0

	MK ml.
	50
	35
	1,1
	0,8
	13
	32
	1,5
	0,6


	Kaolins for paper


	kaolin
	Brightness R 457
	Abrasion mg 
	< 2 µm (%)
	> 63µm (%)
	% SiO2
	% Al2O3

	OT 82 
	80,5
	8
	60
	0,002
	47
	37

	OT 80
	78,5
	8
	60
	0,002
	47
	37

	OT 76
	76,5
	10
	60
	0,05
	48
	36

	KN-1
	82
	12
	65
	0,05
	47
	37

	U-ex
	75
	35
	50
	0,1
	49
	35


�	Granulometry: sedimentation method Sedigraph


�	 Modulus of rupture: extruded samples dried at 105 °C


�	 Viscosity: discharge time of 100 ml deflocculated slip in capillary viscometer ø4,5 mm, 55% solids and 0,15 % soda


�	 Contraction: extruded test bodies, fired at 1340 °C








